
W
E

 IL
L

U
M

IN
A

T
E

LIGHTING N A P O L I  M E D I U M / N A P O L I  M E D I U M  V I V I D

N a p o l i  M e d i u m

Det funktionelle indbygningsspot kan drejes i en 55° vinkel og sender et nedadrettet og  

fokuseret lys. Med lampen får du et kraftigt og arbejdsvenligt lys, der ikke blænder.  

Napoli fungerer godt som erhvervsbelysning – fx i et værksted, garage eller lignende.  

Lampen kan købes med dæmpning (1-10V).

LIK A/S

Maserativej 5, 7100 Vejle

+45 7649 8484

info@lik.dk

lik.dk 
shop.lik.dk

D O W N L I G H T  / /  D A T A S H E E T
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LIGHTING N A P O L I  M E D I U M / N A P O L I  M E D I U M  V I V I D

D O W N L I G H T  / /  D A T A S H E E T

Armature: CRI 90

Material Aluminium LifeSpan hours (L/B) 43.000h - L70B50

Colour (RAL) White 9016 - Black 9004 Wattage Chip 17W

Weight 350g Wattage Total 21,5W 

Dimensions (L-H-Ø) 78.5mm - 100mm Flicker Index 0

Cut out 89mm Svm Visual Flicker < 1

Rotation Angle 350° Technical data:

Tilting Angle 30° Driver Tridonic

Beam Angle 24° - 40° Dimmable On/off

UGR 10,4 Voltage/Current 220-240V - 50/60Hz -500mA

Light Source: Connection Wieland GST18I3S S1 ZR1 SW

Chip Type COB Installation Recessed

LED Flux 1862lm - 2010lm - 2157lm

 - Vivid 1909lm

No. Of fixtures on 
B/C/D

B10/ 13/ 16 = 33/ 43/ 53 

C10/ 13/ 16 = 56/ 72/ 89

Fixture Flux 1381lm - 1490lm - 1599lm

 - Vivid 1432lm

Temperature -5° - 35°

Accessories Clear Glass - Frosted Glass - 

Honey Comb
MacAdam 3

CCT 2700K - 3000K - 4000K

Vivid: 3000K

Available in triac and Dali 

dimm versions


