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LIGHTING

T - S p o t  9 W

Det populære 9 W-skinnespot giver et fremragende teknisk lys, der er kraftigt og fokuseret. 

– og som bruges i tusindvis af butikker rundt omkring i Europa. Spottet er med indbygget driver, 

har et markant lavt strømforbrug og passer perfekt ind i udstillingssammenhænge.  

Det fokuserede og tekniske lys fremhæver lige præcis det, som du ønsker at fremhæve i rummet.  

Belysningen fungerer lige godt i cafeområdet eller i boligen, hvor der ikke er så højt til loftet. 

T-Spot fås også som indbygningsspot, så T-spot-designet kan derfor indgå både som  

indbygningsspot og skinnespot i en samlet løsning.
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T R A C K L I G H T  / /  D A T A S H E E T

Armature: CCT 2700K - 3000K - 4000K - 

3000 Vivid
Material Aluminium

Colour (RAL) Black(9004) - White(9016) - Silver(9006) LifeSp an hours (L/B) 50.000h - L70B50

Weight 300g Wattage Chip 9W

Dimensions (L-H-Ø) 120mm - 88mm - 52mm Wattage Total 11,6W

Socket - Flicker Index 0

Rotation Angle 355° Svm Visual Flicker < 1

Tilting Angle 90° Technical data:

Beam Angle 25° - 43° - 60° Driver Tridonic 

UGR < 19 Dimmable DALI - Triac - 1-10V on request

Light Source: Voltage/Current G220-240V - 50/60Hz - 500mA

Chip Type COB Track Adapter Global GA69

LED Flux 868lm - 914lm - 984lm - 

Vivid 868lm

No. of fixtures on 
B/C/D

B10/ 13/ 16 = 4/ 6/ 8 

C10/ 13/ 16 = 8/ 12/ 16

Fixture Flux 738lm - 777lm - 836lm 

Vivid 738lm

Installation Track mounted

Temperature -5° - 35°

MacAdam 3 Accessories Honey Comb - Glass

CRI 90


